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ELECTRONICALLY CONFIGURABLE

The new  SIRIUS signaling  
columns can do much more than  
just shine a pretty light

Thanks to their professional signaling technology, the SIRIUS signaling columns ensure 
optimal visibility of your plant and thus increase its availability. They reliably signal different 
states and offer a variety of signaling levels and functions. In addition to making individual 
settings, you can also implement variable fill level displays or signaling over a wide area.  
The integrated acoustic element with volume control also makes it possible to use the system 
in zones where visibility is limited. The columns can be easily configured by IO-Link or via  
a USB interface. They can be mounted and deployed universally in industrial settings or 
buildings, on machines, assembly stations, charging points, ramps, shipping and packaging 
stations, conveyor belts and much more.

Your benefits: •  Maximum flexibility
•  Efficient engineering
•  Optimal visibility

•  Extremely robust
•  Increases plant value
•  Easy selection for ordering



 
 
 

Wide range of signaling variants:
• The individual mode allows to activate each of 

the segments separately
• Multicolor LEDs allow to set more than 1 M colors
• Different light effects: Continuous,  

Blinking (3/2/1 Hz), Flashing (1x/2x/3x),  
Rotating light (70 RPM)
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The SIRIUS signaling columns can be individually configured: 
color, light intensity and type, levels, and acoustics

Two sizes – eight variants:

IO-Link IO-Link
8WD4615-5HH47 8WD4613-5HH47 8WD4615-5JH47 8WD4613-5JH47

M12 plug, 4-pole M12 plug, 4-pole

24V standard 24V standard
8WD4615-5HH37 8WD4613-5HH37 8WD4615-5JH37 8WD4613-5JH37

M12 plug, 8-pole M12 plug, 8-pole

Suitable for outdoor and indoor use in protection classes IP66, IP69K, NEMA 4, 4X, 12, 13

Without  
acoustics  

15 segments

With  
acoustics  

15 segments

With  
acoustics  

9 segments

Without  
acoustics  

9 segments

• Signaling modes: autoscale, filling level, signal 
column, and individual

• Acoustic element: 10 adjustable tones, volume 
settable up to max. 105 dB

Further information: www.siemens.com/sirius-signaling-columns and www.siemens.com/sirius-command

 

  

 
 DBN: 031 274 1050 | PMB: 033 355 5700 | RBAY: 035 901 1100 | JHB: 011 397 7936

   www.magnet.co.za |     shop.magnet.co.za |     hello@magnet.co.za


